II. SPECIFICATION AMENDMENTS 

On page 1, after the title, on line 2, please insert the 
following section: 

CROSS-REFERENCE TO RELATED APPLICATIONS 

This application is a continuation of and claims priority from 
U.S. Patent Application No. 09/447,988, filed on 11/23/99, 
pending. 

Please amend the Abstract of the Disclosure on page 27 as 
follows: 

Abstract of the Disclosure 

The invention rclatco generally to a A method and an arrangement 
for transferring information — — a data flow by creating a 
c onne c t i on on a packet radio service-: — Eopocially — fefee — invention 
applioo to tranofcrring delay ocnoitivc data, — ouch ao opccch and 
video data, — ifi — a — mobile — telecommunications — oyotom. — £fe — ars — as* 
object — e# — thio — invention — fee — provide — a — oolution, — ana — which — fehe 
phyoical — connection — &§ — a — packet — radio — ocrvicc — a-s — kept — reocrved 
aloo — during — fcfee — paooivc — periods — ei — a — ocooion — — fc-fee — same 
phyoical — rcoourcc can otill be oharcd between multiple uooro. — A 
baoic — idea — &€ — fehe — invention — is — that — the — network — i-o — informed at 
the end of an active period, — on whether a paooivc period followo 
the active period or if the connection can be released. — * When an 

active — period — otarto — after — a — paooivc — period, fehe — connection 

preferably rcoerveo — the — packet — data — channel — again, — and poooible 
other uocro of the channel arc aooigncd to other channolo. 
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Fig, — 5 — of a telecommunication system between two radio resource 
entities, where the data flow has at least one active data 
transfer period, includes transferring information during the at 
least one active data transfer period. After the active data 
transfer period, the connection on the packet radio service is 
maintained during a passive period until an event occurs selected 
from the group consisting of: reaching the end of a predetermined 
time after which the connection is released; and, more data to be 
transferred appears after which the connection is continued, said 
continuation of the connection enabled by the allocation of 
transmit permission to said data flow by the system within said 
passive period. 
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